


Timber Swings  -  Cradle Seats 

1 Cradle Seat 2.0m 

• Free Fall Height: 1.2m 

• Minimum Space Required: 2.6m x 6m 

• Minimum Safety Surface Area: 17.43 sqm 

2 Cradle Seats 2.0m 

• Free Fall Height: 1.2m 

• Minimum Space Required: 3.6m x 6m 

• Minimum Safety Surface Area: 17.43 sqm 

4 Cradle Seats 2.0m 

• Free Fall Height: 1.2m 

• Minimum Space Required: 6.7m x 7.2m 

• Minimum Safety Surface Area: 34.86 sqm 



Timber Swings  -  Flat Seats 

1 Flat Seat 2.4m 

• Free Fall Height: 1.4m 

• Minimum Space Required: 2.6m x 6.7m 

• Minimum Safety Surface Area: 11.73 sqm 

2 Flat Seats 2.4m 

• Free Fall Height: 1.4m 

• Minimum Space Required: 3.6m x 6.7m 

• Minimum Safety Surface Area: 19.30 sqm 

4 Flat Seats 2.4m 

• Free Fall Height: 1.4m 

• Minimum Space Required: 6.7m x 7.2m 

• Minimum Safety Surface Area: 38.59 sqm 





Timber Swings  -  Combined Cradle and Flat Seat Units 

1 Flat and 1 Cradle Seat 2.4m • Free Fall Height: 1.4m 

• Minimum Space Required: 6.7m x 4.8m 

• Minimum Safety Surface Area: 23.45 sqm 

2 Flat and 1 Cradle Seat 2.4m • Free Fall Height: 1.4m 

• Minimum Space Required: 6.2m x 6.7m 

• Minimum Safety Surface Area: 31.02 sqm 

2 Flat and 2 Cradle Seats  2.4m • Free Fall Height: 1.4m 

• Minimum Space Required: 6.7m x 7.2m 

• Minimum Safety Surface Area: 38.60 sqm 



Timber Swings  -  Group Swing 

1 Group Swing 2.4m • Free Fall Height: 1.4m 

• Minimum Space Required: 3.6m x 7m 

• Minimum Safety Surface Area: 21 sqm 



Timber Swings  -  Group Swing Combination 

1 Group and 2 Flat Seats 2.4m • Free Fall Height: 1.4m 

• Minimum Space Required: 7m x 7.2m 

• Minimum Safety Surface Area: 38.32 sqm 



Timber Swings  -  Inclusive Seat 

1 Inclusive Seat Swing  2.4m • Free Fall Height: 1.4m 

• Minimum Space Required: 2.7m x 7m 

• Minimum Safety Surface Area: 12.60 sqm 



Timber Swings  -  Inclusive Seat Combinations 

1 Inclusive and 1 Flat Seat 2.4m • Free Fall Height: 1.4m 

• Minimum Space Required: 2.6 x 7.0m 

• Minimum Safety Surface Area: 20.16 sqm 

1 Inclusive and 1 Cradle Seat 2.4m • Free Fall Height: 1.4m 

• Minimum Space Required: 3.6m x 7.0m 

• Minimum Safety Surface Area: 20.16 sqm 



Timber Swings  -  Multi User Swings 

6 Seat Hexagonal Swing 

• Free Fall Height: 1.4m 

• Minimum Space Required: 12.61m x 11.8m 

• Minimum Safety Surface Area: 58.26 sqm 

• 6 Flat Seats with Safety Bars 



Timber Swings  -  Multi User Swings 

4.85m Crocodile Swing 

• Free Fall Height: 1.5m 

• Minimum Space Required: 11.31 x 3.15m 

• Minimum Safety Surface Area: 33.91sqm 

• 10 Sets of Suspending Ropes 

• Suitable for up to 9 children 

• Steel Feet fitted as standard 

2.35m Crocodile Swing • Free Fall Height: 1.5m 

• Minimum Space Required: 8.4m x 3.15m 

• Minimum Safety Surface Area: 25.15 sqm 

• 5 Sets of Suspending Ropes 

• Suitable for up to 4 children 

• Steel Feet fitted as standard 





Timber Runways 

Timber Runway 1 Way • Single Directional Carriage with Brake 

• 1 x Single Rubber Pendulum Seat 

• Available on 20m, 25m and 30m lengths 

Timber Runway 2 Way 

• Double Directional Carriage with Brake 

• 1 x Single Rubber Pendulum Seat 

• Available on 20m and 25m lengths 

 20m One Way 25m One Way 30m One Way 

 Min Surfacing Area 94m2 114m2 132m2 

 Product Dimensions 3.89 x 2.1 x 20m 3.89 x 2.1 x 25m 3.89 x 2.1 x 30m 

 Min Space Required 24 x 4m 29 x 4m 34 x 4m 

 Free Fall Height 1.25m 1.25m 1.25m 

 20m Two Way 25m Two Way 

 Min Surfacing Area 94m2 114m2 

 Product Dimensions 3.89 x 2.1 x 20m 3.89 x 2.1 x 25m 

 Min Space Required 24 x 4m 29 x 4m 

 Free Fall Height 1.25m 1.25m 



Steel Swings  -  Cradle Seats 

1 Cradle Seat 2.0m 

• Free Fall Height: 1.22m 

• Minimum Space Required: 6.2m x 2.66m 

• Minimum Safety Surface Area: 10.59 sqm 

2 Cradle Seats 2.0m 

• Free Fall Height: 1.22m 

• Minimum Space Required: 6.2m x 3.8m 

• Minimum Safety Surface Area: 17.43 sqm 

4 Cradle Seats 2.0m 

• Free Fall Height: 1.22m 

• Minimum Space Required: 6.95m x 6.2m 

• Minimum Safety Surface Area: 34.86 sqm 



Steel Swings  -  Flat Seats 

1 Flat Seat 2.4m 

• Free Fall Height: 1.43m 

• Minimum Space Required: 7.0m x 2.82m 

• Minimum Safety Surface Area: 11.73 sqm 

2 Flat Seats 2.4m 

• Free Fall Height: 1.43m 

• Minimum Space Required: 7.0m x 3.99m 

• Minimum Safety Surface Area: 19.30 sqm 

4 Flat Seats 2.4m 

• Free Fall Height: 1.43m 

• Minimum Space Required: 7.11m x 7.62m 

• Minimum Safety Surface Area: 38.60 sqm 





Steel Swings  -  Cradle and Flat Seat Combination Units 

1 Cradle and 1 Flat Seat 2.4m 

• Free Fall Height: 1.43m 

• Minimum Space Required: 6.2m x 4.9m 

• Minimum Safety Surface Area: 23.49 sqm 

1 Cradle and 2 Flat Seats 2.4m 

• Free Fall Height: 1.43m 

• Minimum Space Required: 7.0m x 5.98m 

• Minimum Safety Surface Area: 31.02 sqm 

2 Cradle and 2 Flat Seats 2.4m 

• Free Fall Height: 1.43m 

• Minimum Space Required: 7.11m x 6.2m 

• Minimum Safety Surface Area: 38.60 sqm 



Steel Swings  -  Group Swing 

1 Group Seat 2.4m 

• Free Fall Height: 1.43m 

• Minimum Space Required: 7.00m x 3.99m 

• Minimum Safety Surface Area: 21.00 sqm 



Steel Swings  -  Group Swing Combination Unit 

1 Cradle and 1 Flat Seat 2.4m 

• Free Fall Height: 1.43m 

• Minimum Space Required: 7.11m x 6.2m 

• Minimum Safety Surface Area: 41.16 sqm 



Steel Swings  -  Inclusive Swing 

1 Inclusive Seat Swing 2.4m 

• Free Fall Height: 1.43m 

• Minimum Space Required: 7.00m x 2.82m 

• Minimum Safety Surface Area: 11.73 sqm 



Steel Swings  -  Group Swing Combination Unit 

1 Inclusive and 1 Cradle Seat 2.4m 
• Free Fall Height: 1.43m 

• Minimum Space Required: 7.11m x 6.2m 

• Minimum Safety Surface Area: 41.16 sqm 

1 Inclusive and 1 Flat Seat 2.4m 
• Free Fall Height: 1.4m 

• Minimum Space Required: 4.3m x 7.0m 

• Minimum Safety Surface Area: 19.30 sqm 





Steel Runways 

Steel Runway 1 Way 

• Single Directional Carriage with Brake 

• 1 x Single Rubber Pendulum Seat 

• Available on 20m, 25m and 30m lengths 

 20m One Way 25m One Way 30m One Way 

  Min Surfacing Area 94m2 114m2 132m2 

  Product Dimensions 3.55mx 2.72 x 20m 3.55mx 2.72 x 25m 3.55mx 2.72 x 30m 

  Min Space Required 24m x 4m 29 x 4m 34 x 4m 

  Free Fall Height 1.25m 1.25m 1.25m 

Steel Runway 2 Way 

• Double Directional Carriage with Brake 

• 1 x Single Rubber Pendulum Seat 

• Available on 20m and 25m lengths 

 20m 25m 

Min Surfacing Area 94m2 114m2 

Product Dimensions 3.55mx 2.72 x 20m 3.55mx 2.72 x 25m 

Min Space Required 24m x 4m 29 x 4m 

Free Fall Height 1.25m 1.25m 



Playground See-Saws 

Timber See-Saw 

• Free Fall Height:  1.43m 

• Minimum Space Required: 5.93m x 3.18m 

• Minimum Safety Surfacing Area: 18.84 sqm 

Steel See-Saw 

• Free Fall Height:  1.25m 

• Minimum Space Required: 5.93m x 3.18m 

• Minimum Safety Surfacing Area: 18.84 sqm 



Playground Slides 

Stainless Steel Slides  -  1m  /  1.3m  /  1.6m  /  1.9m 
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